
Installation and M
aintenance for Surface M

ount 

1

Installation 

R
ead and Follow

 A
ll S

afety Instructions 
Installation m

ust be perform
ed by qualified Service personnel. 

1.
W

ith fixture body resting face up on a stable surface, open doorframe and remove internal
reflector. 

2.
Locate mounting holes and supply knockout locations in the rear housing surface. (4 each
provided.). 

3.
Select knockouts for supply connection.  Remove silicone seal from knockout area.

4.
Create the Supply entrance hole in the housing by removing the revealed knockout using  a
screwdriver

5.
Locate mounting surface and/or structure capable of reliably supporting more than the
weight of the fixture according to applicable building codes.

6.
Secure fixture to mounting surface using minimum (4 ) 1/4-20 bolts with washers.  This and
all other hardware should be stainless steel if installed in a wet or damp location.  (The
mounting hole  locations are found on the fixture catalog pages.)

7.
Rough in supply connections according to the NEC and local requirements using minimum
90C supply wiring materials.

8.
(Optional) Seal with caulk the perimeter of the fixture where it contacts the mounting
surface using site approved materials.

9.
Remove any protective films from the outer surfaces as provided.

10.
Replace reflector and secure reflector.

11.
Install only the rated lamps. ( See marking inside fixture for appropriate lamp type.)

12.
Secure doorframe using Phillips screwdriver.

13.
Energize fixture with the marked and rated voltage from a protected branch circuit.  Please
note: Fixture may be internally fused with a fuse element.
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