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Medical Linear Patient Room: ML-LPR6
Sealed Recessed Troffer 6”

ORDERING GUIDE

9 6" Wide in Four & Six Foot Lengths

9 Available with Low Voltage Controller Setup

9 0-10V Dimming to 1% Standard

9 Provided as Single Luminaire

9 Anti-Microbial White Powdercoat Standard

9 Available in Multi-Function, Exam, Ambient, Reading

9 Suitable for Recessed Grid or Hardlid Installation

9 B.A.A. & B.A.B.A Compliant

9 Made in the USA by a Family Owned US Corporation

DISCLAIMER: Although KURTZON has prepared the information contained in 
this document with all due care, KURTZON does not warrant or represent that the 
information is free from errors or omission. While the information is considered to be 
true and correct at the date of publication, changes in circumstances after the time 
of publication may impact on the accuracy of the information. The information may 
change without notice and KURTZON is not in any way liable for the accuracy of 
any information printed and stored or in any way interpreted or used.

Series Install Material Size
Light Source

Circuit Voltage Optics Options
LED Type CCT/CRI

ML LPR6 Recessed Troffer 6” 1 CRS Hsg. + CRS Door 40 4ft Length LEDR Medium Output 80 CRI: 1C Single Circuit UNV 120-277 VAC SYM Symmetric EM10 10W Integral LED EM

2 CRS Hsg. + SS Door 60* 6ft Length LEDH High Output 830  3000K 2C Exam/Ambient Circuit ASY Asymmetric RFI Provided with RF Filter for each circuit

* Subject to MOQ
835  3500K LVC Low Voltage Controller

840  4000K RL1000 1000 Lm Reading Light

850  5000K PxL Replace ‘x’ with Custom Lumen Value

90+ CRI:

935  3500K

940  4000K

SizeMaterial LED Type OptionsCircuit OpticsCCT/CRI

Ordering Notes, If Applicable

Install

LPR6

Voltage

UNV

Series

ML

CCEA
APPROVED 100

209E

FED STD 209E CLASS 100

IP64

IEC 60529

5-9
ISO

ISO 14644-1 CLASS 5

MADE IN
THE USA
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SPECIFICATIONS

HOUSING: One-piece, hole-free, seam-welded housing available in 18-gauge cold-rolled steel (CRS). Power access into the fixture is provided via a removable 
access plate on the rear or sealed knockouts on the ends.
GEARTRAY: The removable and field-replaceable LED gear tray comes with factory-installed and pre-wired LED modules. The reading light option provides a 
separate removable gear tray.
DOOR FRAME: The one-piece inset door frame regresses into the housing to allow the gasket to seal properly. It is secured to the housing with six captive 
stainless steel pan head screws and is available in powder-coated 20-gauge 430 stainless steel or 20-gauge 1008 CRS.
OPTICS: Available with 20° asymmetric distribution or diffused symmetric distribution. The room-side lens is a 1/8-inch clear flat acrylic for easy cleaning.
LEDS: Offered in both medium and high output options, available in a wide variety of color temperatures (CCT) in both 80 and 90 CRI. Multi-circuit options 
control different LED arrays to achieve ambient and exam modes. When ordered, the reading light circuit array is installed in a separate internal compartment. 
Consult the factory for LED options or configurations not listed.
DRIVERS: Standard universal voltage Class 2 drivers are 0-10V dimmable to 1%. Drivers are factory-programmed to user-specified lumen values with the PxL 
option. Each specified circuit is provided with its own dedicated power supply. The LVC option provides a low-voltage controller in each fixture. Consult the 
factory for other control or power supply options not shown.
INSTALLATION: Suitable for recessed non-IC installation into covered lay-in or hard-lid ceilings. Brackets are provided loose for grid installation, and the rear 
of the housing has a removable 5/16-inch diameter knockout for threaded rod installation in hard-lid ceilings.
FINISH: White DuPont Alesta with Agion silver ion antimicrobial powder coat finish standard.
LISTINGS: ETL listed per UL 1598 for wet locations. IP64 rated for dust and water ingress. Drivers and LEDs are covered by a 5-year warranty; the remaining 
fixture is covered by a 10-year warranty. This product series is both Build America Buy America (B.A.B.A.) and Buy American Act (B.A.A.) compliant. 
Optionally MIL-STD-461G compliant with RFI option. Conforms to ISO-14644-1 for class 5 through class 9 cleanspaces and Fed Std 209E for Class 100 
through Class 100,000 cleanspaces.

ENERGY DATA

LED PATIENT ROOM LINEAR WITH EXAM/AMBIENT MODE

SIZE LIGHT PACKAGE CRI LENS

AMBIENT ONLY (2C - CIRCUIT 1) EXAM ONLY (2C - CIRCUIT 2) AMBIENT + EXAM (1C - 1 CIRCUIT) DIMMING 
AVAILABILITY

MAX AMBIENT 
TEMP⁴ (°C)LUMENS¹ WATTAGE² EFFICACY³ LUMENS¹ WATTAGE² EFFICACY³ LUMENS¹ WATTAGE² EFFICACY³

40 LEDR - STANDARD 80 SYM 1,500 16 94 2,800 27 104 4,300 43 100 0-10V 1% 40°C (104°F)

40 LEDR - STANDARD 90 SYM 1,425 15 95 2,660 26 102 4,085 41 100 0-10V 1% 40°C (104°F)

40 LEDH - HIGH 80 SYM 3,000 33 91 5,500 52 106 8,500 85 100 0-10V 1% 40°C (104°F)

40 LEDH - HIGH 90 SYM 2,850 31 92 5,225 50 105 8,075 81 100 0-10V 1% 40°C (104°F)

60 LEDR - STANDARD 80 SYM 2,250 24 94 3,750 41 104 6,450) 65 100 0-10V 1% 40°C (104°F)

60 LEDR - STANDARD 90 SYM 2,138 23 95 3,990 39 102 5,400 62 100 0-10V 1% 40°C (104°F)

60 LEDH - HIGH 80 SYM 4,500 50 91 8,250 78 106 12,750 128 100 0-10V 1% 40°C (104°F)

60 LEDH - HIGH 90 SYM 4,275 47 92 7,838 75 105 12,113 122 100 0-10V 1% 40°C (104°F)

¹ DELIVERED LUMEN DATA IS EXTRAPOLATED FROM MEASURED DATA @25C WITH NO EXTRA OPTIONS. VARIANCES WILL OCCUR WHEN OTHER SELECTIONS ARE MADE

² WATTAGE IS MEASURED WITH LED 840 SELECTION @ 120vAC AND Tambient = 25C. WATTAGES WILL VARY AND INCREASE WHEN ALTERNATE OPTOINS ARE SELECTED

³ EFFICACY CALCULATED USING 80 CRI 4000K CCT DATA.

⁴⁴ MAX TEMP RATING IS WITH NO OTHER OPTIONS SELECTED.

⁵⁵ INITIAL LUMEN VALUE IN EMERGENCY MODE CALCULATED WITH LEAST EFFICIENT CONFIGURATION BY (10W)*(NORMAL LUMENS / NORMAL WATTS)

⁶⁶ FOR ASY LENS USE .88 MULTIPLIER

LED PATIENT ROOM LINEAR WITH EXAM/AMBIENT MODE

SIZE LIGHT PACKAGE LENS

AMBIENT ONLY (2C - CIRCUIT 1) EXAM ONLY (2C - CIRCUIT 2) AMBIENT + EXAM (1C - 1 CIRCUIT) DIMMING 
AVAILABILITY

MAX AMBIENT
TEMP⁴ (°C)CRI LUMENS¹ WATTAGE² EFFICACY³ LUMENS¹ WATTAGE² EFFICACY³ LUMENS¹ WATTAGE² EFFICACY³

40 LEDR - STANDARD 80 SYM 1,500 16 94 2,800 27 104 4,300 43 100 0-10V 1% 40°C (104°F)

40 LEDR - STANDARD 90 SYM 1,425 15 95 2,660 26 102 4,085 41 100 0-10V 1% 40°C (104°F)

40 LEDH - HIGH 80 SYM 3,000 33 91 5,500 52 106 8,500 85 100 0-10V 1% 40°C (104°F)

40 LEDH - HIGH 90 SYM 2,850 31 92 5,225 50 105 8,075 81 100 0-10V 1% 40°C (104°F)

60 LEDR - STANDARD 80 SYM 2,250 24 94 3,750 41 104 6,450) 65 100 0-10V 1% 40°C (104°F)

60 LEDR - STANDARD 90 SYM 2,138 23 95 3,990 39 102 5,400 62 100 0-10V 1% 40°C (104°F)

60 LEDH - HIGH 80 SYM 4,500 50 91 8,250 78 106 12,750 128 100 0-10V 1% 40°C (104°F)

60 LEDH - HIGH 90 SYM 4,275 47 92 7,838 75 105 12,113 122 100 0-10V 1% 40°C (104°F)

¹ DELIVERED LUMEN DATA IS EXTRAPOLATED FROM MEASURED DATA @25C WITH NO EXTRA OPTIONS. VARIANCES WILL OCCUR WHEN OTHER SELECTIONS ARE MADE

² WATTAGE IS MEASURED WITH LED 840 SELECTION @ 120vAC AND Tambient = 25C. WATTAGES WILL VARY AND INCREASE WHEN ALTERNATE OPTOINS ARE SELECTED

³ EFFICACY CALCULATED USING 80 CRI 4000K CCT DATA.

⁴⁴ MAX TEMP RATING IS WITH NO OTHER OPTIONS SELECTED.

⁵⁵ INITIAL LUMEN VALUE IN EMERGENCY MODE CALCULATED WITH LEAST EFFICIENT CONFIGURATION BY (10W)*(NORMAL LUMENS / NORMAL WATTS)

⁶⁶ FOR ASY LENS USE .88 MULTIPLIER
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PART #:

APPROVED BY:

MATERIAL:

REV: SHEET:

DATE:DRAWN BY:

KURTZON LIGHTING
1420 S TALMAN AVE
CHICAGO, IL 60608
WWW.KURTZON.COM10

MAKE TO ORDER

ML-SRT6

WF 2/13/2025
TOLERANCES:

DO NOT SCALE

DESCRIPTION:

UNITS: INCHES
ANGULAR BEND `2°
ANGULAR MACH `.5°
0.0 `.05
0.00 ±.030
0.000 ± .015

SCALE:

APPROVED DATE:

This drawing and all information on it is, unless otherwise stated, the property of Kurtzon Lighting. Reproduction or retransmission of the
materials, in whole or in part, in any manner, is prohibbited without the prior written consent of Kurtzon Lighting.
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PHOTOMETRICS
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